
Fan Coil Selection

Summer Indoor condition:

UK condition = 23 Deg C DB / 16 Deg C WB

Winter Indoor condition:

UK condition = 20 Deg C DB

All capacities in kW 15 20 25 32 40 50 63 71 80 100 125 140 200 250

CASSETTES

FXFQ-B FXFQ20B FXFQ25B FXFQ32B FXFQ40B FXFQ50B FXFQ63B FXFQ80B FXFQ100B FXFQ125B

UK Cooling Total / Sensible 1.8 / 1.6 2.3 / 1.9 2.9 / 2.6 3.6 / 3.0 4.5 / 3.6 5.7 / 4.6 7.2 / 5.8 9.0 / 6.9 11.3 / 8.6
UK Heating 2.5 3.2 4.0 5.0 6.3 8.0 10.0 12.5 16.0
Max UK Cooling Total / Sensible* 2.2 / 1.9 2.7 / 2.2 3.5 / 3.1 4.3 / 3.6 5.7 / 4.4 7.2 / 5.5 9.0 / 7.0 11.2 / 8.3 14.1 / 10.4
High SHR Total / Sensible** 1.3 / 1.3 1.6 / 1.6 2.0 / 2.0 2.5 / 2.5 3.0 / 3.0 3.8 / 3.8 4.8 / 4.8 6.0 / 5.8 7.6 / 7.2

FXZQ-A FXZQ15A FXZQ20A FXZQ25A FXZQ32A FXZQ40A FXZQ50A

UK Cooling Total / Sensible 1.4 / 1.3 1.8 / 1.5 2.3 / 1.8 2.9 / 2.1 3.6 / 2.9 4.5 / 3.6
UK Heating 1.9 2.5 3.2 4.0 5.0 6.3
Max UK Cooling Total / Sensible* 1.7 / 1.6 2.3 / 1.8 2.9 / 2.2 3.6 / 2.6 4.5 / 3.5 5.7 / 4.3
High SHR Total / Sensible** 1.0 / 1.0 1.3 / 1.3 1.6 / 1.5 2.0 / 1.8 2.5 / 2.5 3.2 / 3.1

FXCQ-A FXCQ20A FXCQ25A FXCQ32A FXCQ40A FXCQ50A FXCQ63A FXCQ80A FXCQ125A

UK Cooling Total / Sensible 1.8 / 1.7 2.3 / 2 2.9 / 2.3 3.6 / 2.9 4.5 / 3.5 5.7 / 4.9 7.2 / 5.7 11.3 / 8.7
UK Heating 2.5 3.2 4.0 5.0 6.3 8.0 10.0 16.0
Max UK Cooling Total / Sensible* 2.3 / 2.0 2.9 / 2.4 3.7 / 2.8 4.6 / 3.5 5.7 / 4.2 7.3 / 5.8 9.1 / 6.9 14.2 / 10.5
High SHR Total / Sensible** 1.2 / 1.2 1.5 / 1.5 1.9 / 1.9 2.4 / 2.4 3.0 / 2.9 3.8 / 3.8 4.8 / 4.8 7.5 / 7.2

FXKQ-A FXKQ25MA FXKQ32MA FXKQ40MA FXKQ63MA

UK Cooling Total / Sensible 2.3 / 2.2 2.9 / 2.5 3.6 / 2.8 5.7 / 4.5
UK Heating 3.2 4.0 5.0 8.0
Max UK Cooling Total / Sensible* 2.9 / 2.7 3.7 / 3.1 4.6 / 3.5 7.2 / 5.5
High SHR Total / Sensible** 1.5 / 1.5 1.9 / 1.9 2.4 / 2.3 3.8 / 3.7

UNDER CEILING

FXHQ-A FXHQ32A FXHQ63A FXHQ100A

UK Cooling Total / Sensible 2.9 / 2.3 5.7 / 4.4 9 / 6.3
UK Heating 4.0 8.0 12.5
Max UK Cooling Total / Sensible* 3.7 / 2.8 7.2 / 5.3 11.3 / 8.0
High SHR Total / Sensible** 1.9 / 1.9 3.9 / 3.7 6.0 / 5.2

FXUQ-A FXUQ71A FXUQ100A

UK Cooling Total / Sensible 6.4 / 5.2 9 / 7
UK Heating 9.0 12.5
Max UK Cooling Total / Sensible* 8.0 / 6.3 11.1 / 8.4
High SHR Total / Sensible ** 4.3 / 4.3 6.1 / 5.8

DUCTED

FXDQ-M FXDQ20M9 FXDQ25M9

UK Cooling Total / Sensible 1.8 / 1.6 2.3 / 1.8
UK Heating 2.5 3.2
Max UK Cooling Total /Sensible* 2.2 / 2.0 2.8 / 2.2
High SHR Total / Sensible** 1.2 / 1.2 1.6 / 1.5

FXDQ-A3 FXDQ15A3 FXDQ20A3 FXDQ25A3 FXDQ32A3 FXDQ40A3 FXDQ50A3 FXDQ63A3

UK Cooling Total / Sensible 1.4 / 1.3 1.8 / 1.6 2.3 / 1.9 2.9 / 2.2 3.6 / 2.8 4.5 / 3.5 5.7 / 4.3
UK Heating 1.9 2.5 3.2 4.0 5.0 6.3 8.0
Max UK Cooling Total / Sensible* 1.7 / 1.6 2.2 / 2.0 2.8 / 2.3 3.6 / 2.7 4.5 / 3.4 5.6 / 4.2 7.0 / 5.2
High SHR Total / Sensible** 0.9 / 0.9 1.2 / 1.2 1.5 / 1.5 2 / 1.8 2.4 / 2.3 3.0 / 2.9 3.9 / 3.6

FXSQ-A FXSQ15A FXSQ20A FXSQ25A FXSQ32A FXSQ40A FXSQ50A FXSQ63A FXSQ80A FXSQ100A FXSQ125A FXSQ140A

UK Cooling Total / Sensible 1.4 / 1.1 1.8 / 1.4 2.3 / 1.8 2.9 / 2.3 3.6 / 2.9 4.5 / 3.6 5.7 / 4.5 7.2 / 5.7 9 / 7.2 11.3 / 8.9 12.9 / 10.2
UK Heating 1.9 2.5 3.2 4.0 5.0 6.3 8.0 10.0 12.5 16.0 18.0
Max UK Cooling Total / Sensible* 1.7 / 1.3 2.2 / 1.7 2.8 / 2.1 3.4 / 2.7 4.3 / 3.4 5.3 / 4.2 6.9 / 5.4 8.7 / 6.7 10.8 / 8.4 13.5 / 10.4 15.3 / 11.9
High SHR Total / Sensible** 0.9 / 0.9 1.2 / 1.2 1.6 / 1.5 2.1 / 2.0 2.5 / 2.5 3.2 / 3.1 3.9 / 3.8 5.0 / 4.8 6.4 / 6.2 8.0 / 7.6 9.2 / 8.8

FXMQ-P7 FXMQ50P7 FXMQ63P7 FXMQ80P7 FXMQ100P7 FXMQ125P7

UK Cooling Total / Sensible 4.5 / 4.1 5.7 / 4.9 7.2 / 6.1 9 / 7.3 11.3 / 9.2
UK Heating 6.3 8.0 10.0 12.5 16.0
Max UK Cooling Total / Sensible* 5.5 / 5.0 7.0 / 5.9 8.8 / 7.3 11.1 / 8.8 13.8 / 11.0
High SHR Total / Sensible** 3.0 / 3.0 3.9 / 3.9 4.9 / 4.9 6.1 / 6.1 7.7 / 7.6

FXMQ-MB FXMQ200MB FXMQ250MB

UK Cooling Total / Sensible 18 / 14.9 22.5 / 18.5
UK Heating 25 31.5
Max UK Cooling Total / Sensible* - -
High SHR Total / Sensible** 12.1 / 12.1 15.4 / 15.4

WALL MOUNTED

FXAQ-A FXAQ15A FXAQ20A FXAQ25A FXAQ32A FXAQ40A FXAQ50A FXAQ63A

UK Cooling Total / Sensible 1.4 / 1.4 1.8 / 1.8 2.3 / 2 2.9 / 2.4 3.6 / 3.3 4.5 / 3.7 5.7 / 4.6
UK Heating 1.9 2.5 3.2 4.0 5.0 6.3 8.0
Max UK Cooling Total / Sensible* 1.8 / 1.7 2.3 / 2.2 2.9 / 2.5 3.7 / 3.0 4.6 / 4.0 5.7 / 4.5 7.2 / 5.6
High SHR Total / Sensible** 0.9 / 0.9 1.2 / 1.2 1.5 / 1.5 1.9 / 1.9 2.4 / 2.4 3.0 / 3.0 3.8 / 3.8

FLOOR MOUNTED

FXLQ-P FXLQ20P FXLQ25P FXLQ32P FXLQ40P FXLQ50P FXLQ63P

UK Cooling Total / Sensible 1.8 / 1.5 2.3 / 1.8 2.9 / 2.2 3.6 / 2.7 4.5 / 3.4 5.7 / 4.2
UK Heating 2.5 3.2 4.0 5.0 6.3 8.0
Max UK Cooling Total / Sensible* 2.2 / 1.8 2.8 / 2.2 4.4 / 3.3 3.6 / 2.6 5.6 / 4.1 7.0 / 5.0
High SHR Total / Sensible** 1.2 / 1.2 1.5 / 1.5 1.9 / 1.8 2.4 / 2.3 3.0 / 2.8 3.9 / 3.5

FXNQ-A FXNQ20A FXNQ25A FXNQ32A FXNQ40A FXNQ50A FXNQ63A

UK Cooling Total / Sensible 1.8 / 1.6 2.3 / 1.9 2.9 / 2.2 3.6 / 2.8 4.5 / 3.5 5.7 / 4.3
UK Heating 2.5 3.2 4.0 5.0 6.3 8.0
Max UK Cooling Total / Sensible* - - - - - -
High SHR Total / Sensible** 1.2 / 1.2 2.1 / 2.0 2.5 / 2.5 3.2 / 3.1 3.9 / 3.8 3.9 / 3.6

* Capacity based on VRT setting “Powerful Mode”

** Capacity based on 9°C Evaporating temperature (via VRT setting)

Daikin systems are selected to provide the fan coil capacity published in this document 

irrespective of outdoor temperature due to the unique way in which we select VRV systems.



Piping Rules

Branch Selector (BS) Boxes

Piping Rules Heat Pump & 

Heat Recovery
Mini Compact Mini Standard Mini Extended VRVQ VRV-W+

Model RYYQ-T, REYQ-T RXYSCQ RXYSQ4, 5 & 6T RXYSQ8, 10, 12T RXYQQ, RQEQ RWEYQ-T9

Capacity Range 8-54 HP 4, 5 HP 4, 5, 6 HP 8, 10, 12 HP 8-48 HP 8-42 HP

Maximum pipe length from condenser to furthest indoor unit 165m 70m 120m 100m 120m 165m

Maximum distance from 1st Refnet joint to furthest fan coil 90m 40m 40m 40m 40m 90m

Maximum Total pipework length (VRV fan coils) 1000m 300m 300m 300m 300m 300m

Maximum diff erence from indoor unit to its own Refnet 40m 40m 40m 40m 40m 40m

Maximum height diff erence between outdoor and indoor 90m 30m 40/50m* 40/50m* 40/50m* 40/50m*

Maximum height diff erence between indoor units 30m 15m 15m 15m 15m 30m
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Single Port Connections No of Ports Max FCU size per Port Max no. Indoor Units Max index Capacity

BS1Q10A 1 100 6 100
BS1Q16A 1 140 8 160
BS1Q25A 1 250 8 250

Multi Port Connections No of Ports Max FCU size per Port Max no. Indoor Units Max index Capacity

BS4Q14AV1B 4 140* 20 400
BS6Q14AV1B 6 140* 30 600
BS8Q14AV1B 8 140* 40 750
BS10Q14AV1B 10 140* 50 750
BS12Q14AV1B 12 140* 50 750
BS16Q14AV1B 16 140* 50 750

*200 & 250 class available by KHRP26A1250C twin port connection kit

** KHFP26A100C Pipe closing kit required for unused ports

Indoor unit Indoor unit Indoor unit

Indoor unit

Indoor unit

Outdoor unit

Daikin Europe N.V. participates in the Eurovent Certifi cation programme for Air conditioners (AC), 

Liquid Chilling Packages (LCP), Air handling units (AHU) and Fan coil units (FCU), Check ongoing 

validity of certifi cate online: www.eurovent-certifi cation.com or using: www.certifl ash.com

The present leafl et is drawn up by way of information only and 

does not constitute an off er binding upon Daikin UK. Daikin UK has 

compiled the content of this leafl et to the best of its knowledge. 

No express or implied warranty is given for the completeness, 

accuracy, reliability or fi tness for particular purpose of its content 

and the products and services presented therein. Specifi cations are 

subject to change without prior notice. Daikin UK explicitly rejects 

any liability for any direct or indirect damage, in the broadest sense, 

arising from or related to the use and/or interpretation of this leafl et. 

All content is copyrighted by Daikin UK.

Daikin off er single and multi BS 

box combinations to off er the 

widest range of fl exibility in heat 

recovery VRV design.

Daikin Multi boxes are smaller, 

lighter and quieter than compara-

ble systems. As long as a fan coil is 

connected an unlimited number 

of ports can be left free for future 

use**

* 40m if condenser is below indoors - 50m if condenser above indoors

NB. This information is intended to give an overview of the maximum pipework limitations.

Additional limitations may apply depending on the combinations of indoor units selected or other factors

Please contact Daikin UK for for confi rmation on individual project limitations


