
All Hush perimeter seals and flanking strips have been designed to maintain acoustic isolation and seal all perimeters of 
the Hush acoustic product range at wall junctions. The Hush RD Flanking Strip complies with the Robust Details criteria. 
All three can be used with the Hush acoustic product range.

SUITABLE FOR:

            

Hush-RD Flanking/Hush-45L Detail

Wall

Skirting 3mm above 
floating floor

HUSH RD/HUSH 45L 
FLANKING STRIPS to be used to 
isolate Hush acoustic floor products 
at any wall junction and from the 
skirting board

HUSH PANEL Floating Flooring
or floor deck over HUSH BATTENS 
OR HUSH CRADLES

Hush-Seal Perimeter Seal 
Edge Detail

Skirting 3mm above 
floating floor

HUSH SEAL 20 Perimeter seal
pressed into 10-15mm gap 
between panel and wall

HUSH PANEL Floating Flooring
or floor deck over HUSH BATTENS or 
HUSH CRADLES

Wall
HUSH SEAL 20 
Perimeter Seal

 Comprises - Compressible solid 
foam tube

 Dimensions - 20mm diameter

 Quantity - Multiples of 10 lm or 
cartons of 350 lm

HUSH RD Flanking Strip

 Comprises - Foam isolation strip

 Dimensions - 6mm thick x 100mm 
or 150mm or 260mm

 Quantity - Rolls of 50m

HUSH 45L Flanking Strip

 Comprises of pre-formed angled 
isolation strip

 Dimensions - 5mm thick x 45mm x 
45mm wide x 2000mm

 Quantity - Strips of 2m lengths
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