
NEW AX SnapFix 
Extruded Aluminium Gutter System



NEW AX SnapFix 
Extruded aluminium gutter system

The lightweight extruded aluminium range of gutter offering 3 profiles 
Now with a new SnapFix design in a number of sizes and finishes. 

Gutter lengths clip into fascia brackets

Snap Fix union clips into gutter (1)

Apply 2x 6mm beads of sealant to each end

Improved design with the New SnapFix system

Quicker installation time

No nut, bolt or washer required

No tools required

More durable seal

Less sealant required



Snap Fix Union

Snap Fix Gutter

Fascia Bracket

Brackets fix to fascia

1

2

Locked in place

Sealed with silicon sealant 
and fastended together 
with and integral SnapFix.

www.alumascrainwater.co.uk   info@alumascwms.co.uk

For more information please contact 
info@alumascwms.co.uk

112 x 100mm AXSBH11
125 x 100mm AXBSH12
150 x 100mm AXBSH15

125 x 100mm AXSMG12
150 x 100mm AXMG15*200 x 150mm AXMG20*

125 x 100mm AXSDR12

Sealant void, 
consistent & maintained

Beaded Half Round Beaded Deep Run Moulded

*Standard AX (Uses nuts & bolts). Does not use the new Snapfix sytem



Service & Support

‘World class technical and service support every step of the way’

• Drainage Calculations
• Take-offs from drawings
• BIM, CAD and NBS 

Specifications

• Site surveys
• Product samples
• Marketing support
• Trade mornings

• Branch incentives
• In-branch product training
• Point of sale for trade counters

Tel: +44 (0)1536 383 810

Contacts: 
For Project Quotations, Customer Service, Technical 
& Sales Orders call: 

Alumasc Rainwater, Harmer Drainage & Alumasc 
Skyline:
+44 (0)1536 383 810 
 
Literature hotline: 
+44 (0)808 100 2008

Alumasc Water Management Solutions
Station Road 
Burton Latimer 
Kettering  
Northamptonshire  
NN15 5JP

Merchant Support Team 
for help with...

info@alumascwms.co.uk                 www.alumascwms.co.uk

Technical & Customer
Service Support

• Site Surveys
• Detailing advice
• Samples on request

Alumasc offers a full technical and support service for all projects, as standard.


